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e Lifting function: do not exceed the allowable
15° angle between the chain and the
clamp’s flanges. 15° 0° 15°

e Turning function: for this application, the clamp’s
working load limit is divided by 2.

e Function lifting of loads in a vertical position with 2 clamps and no lifting beam: do not exceed the 30°
sling angle.

e Function lifting of loads in an horizontal position using 2 clamps at least and a lifting beam: the working
load limit of each clamp is divided by 2.
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General characteristics

e Manufacture without load bearing welds.

e Hot epoxy coating.

o Safety factor: 4 in accordance with the European Materials Handling Federation (1998 FEM 3" edition) ;
working group A5 and lifting speed 60 m/ mn.

Dimensional characteristics

Group |WLL Opening . A B|C|D|E | F clHl1lJlklL Imlo Chain | Weight
code | kg |min|/max|min|max min|max %) kg
NX050-20 | 50408 | 500 | 0 | 20 [171]221]208] 82 [50[113]376]460]42]71]41]13]11] 80 [70]x | 7 5.4
NXRO05 0-100 | 50428 | 500 | O [100{178]308|208| 82 |58|113|379|466|58|71|41|13|11| 80 |70|20| 7 6,5
NXRO05 20-120| 50438 | 500 |20 |120(203|327|208| 82 [58|113|380|446(58|71|41|13|11|80 |70({20| 7 6,6
NXRO05 40-140] 50448 | 500 | 40 [140(223|348|208| 82 |58|113|382|459|58|71|41|13|11| 80 |70|20| 7 7

NX1.5 0-30 50418 |1 500| 0 | 30 [220]285|256|104|68|138|508|610|56|87|49|13|16|100|90|X 10 11
Dimensions in mm
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